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CTlI MB3B2GT 1607-0

OIL-HYDRAULIC GEAR MOTOR Ref.

MB3B2GT
Main Dimensions
174,7 C 41,6 126
146 D 95 68
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Right hand Left hand (Dimensions in mm)

®

Motors MB3B2GT 38 45 52 61 70 82 90 105 115 125
Displacement cm’rev 38 46 52 61 70 82 91 102 116 125
Max. rotation speed rpm | 2600 | 2500 | 2200 2000 | 1900 | 1800 1800 | 1600 1600 1500

Max. continuous
pressure

Max. intermittent
pressure (max. 20s)

bar 300 280 260 240 220 210 190 190 180 170

bar 320 300 280 260 240 230 210 210 200 190

Max. peak

pressure (max. 6s) bar 335 315 295 275 255 245 225 225 215 205
Max. continuous Torque

(theoretical) N.m 180 205 215 230 245 275 275 310 330 338
Weight kg 12.4 12.6 12.9 13.5 13.9 14.5 14.9 15.8 16.3 17.0
Sense of rotation Bi-directional

A - Inlet /Outlet o 7 o

(DIN 1SO 228) G (BSP) 3/ 1 11/

C 161 166 169 175 181 188 194 203 209 216
D mm 96 99 102 107 108 113 117 120 122 125

How to order:
Example: Motor 38cm®/rev, continuous pressure up to 300 bar; peak pressure up to 335 bar, ref. MB3B2GT=> MB3B2GT38

Fluids mineral oils type ISO HM or DIN 51524-2 HLP
Operating viscosity range 10 to 100 cSt (mm2/s) at working temperature
Max operating limits viscosity 750 cSt
Oil temperature range -25°C to 80°C
Filtration >200bar = 10um <200bar = 25 ym

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown

m ABER - Embraiagens e Comandos Hidraulicos - A. B. LDA
WIPCerT g liNet g Rua Francisco de Aimeida, N° 30 — Vila Nova da Telha — 4470 MAIA - Portugal
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CTlI MB33GT 1609- 0

OIL-HYDRAULIC GEAR MOTOR Ref. MB33GT

Main Dimensions

91 126

o)
=~
\»

Right hand Left hand (Dimensions in mm)

Motors MB33GT 38 45 52 61 70 82 90 105 115 125
Displacement cm’/rev 38 46 52 61 70 82 91 102 116 125
Max. rotation speed rom | 2600 | 2500 | 2200 2000 | 1900 | 1800 1800 | 1600 1600 1500
Max. continuous
pressure bar 300 280 260 240 220 210 190 190 180 170
Max. intermittent
pressure (max. 20s) bar 320 300 280 260 240 230 210 210 200 190
Max. peak
pressure (max. 6s) bar 335 315 295 275 255 245 225 225 215 205
Max. continuous Torque
(theoretical) N.m 180 205 215 230 245 275 275 310 330 338
Weight kg 111 11.3 11.6 12.2 12.6 13.2 13.6 14.4 15.0 15.6
Sense of rotation Bi-directional
A - Inlet /Outlet o - .
(DIN ISO 228) G (BSP) 3/4 1 11/4
C mm 186 191 194 200 206 213 219 228 234 241
D mm 121 124 127 132 133 138 142 145 147 150
How to order:
Example: Motor 38cm®/rev, continuous pressure up to 300 bar; peak pressure up to 335 bar, ref. MB33GT MB33GT38
Fluids mineral oils type ISO HM or DIN 51524-2 HLP
Operating viscosity range 10 to 100 cSt (mm2/s) at working temperature
Max operating limits viscosity 750 cSt
Oil temperature range -25°C to 80°C
Filtration >200bar = 10um <200bar = 25 ym
ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
& ABER - Embraiagens e Comandos Hidraulicos - A. B. LDA
mICRrT g kiNet g Rua Francisco de Aimeida, N° 30 — Vila Nova da Telha - 4470 MAIA - Portugal
\ son.“ Telefone: +351.22.9438070 Fax: +351.22.9420823 e-mail: aber@aber.pt http://www.aber.pt 1/1
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CTlI MB33T 1605- 4

OIL-HYDRAULIC GEAR MOTOR Ref. MB33T

Main Dimensions
91

A c 3 130

150

Q-
\y

| B&x21x25
'—DIN 5463

Left hand (Dimensions in mm)

Right hand

Motors MB33T 38 45 52 61 70 82 90 105 115 125
Displacement cm®/rev 38 46 52 61 70 82 91 102 116 125
Max. rotation speed rom | 2600 | 2500 | 2200 2000 | 1900 | 1800 1800 | 1600 1600 1500

Max. continuous
pressure

Max. intermittent
pressure (max. 20s)

bar 300 280 260 240 220 210 190 190 180 170

bar 320 300 280 260 240 230 210 210 200 190

Max. peak

pressure (max. 6s) bar 335 315 295 275 255 245 225 225 215 205
Max. continuous Torque

(theoretical) N.m 180 205 215 230 245 275 275 310 330 338
Weight kg 10.7 11.2 11.4 12.4 12.9 13.4 13.8 14.7 15.3 16.0
Sense of rotation Bi-directional

A - Inlet /Outlet o . m

(DIN 1SO 228) G (BSP) 3/ 1 11/

c mm | 186 | 191 | 194 | 200 | 206 = 213 | 219 | 228 | 234 | 241

How to order:
Example: Motor 38cm?®/rev, continuous pressure up to 300 bar; peak pressure up to 335 bar, ref. MB33T=> MB33T38

Fluids mineral oils type ISO HM or DIN 51524-2 HLP
Operating viscosity range 10 to 100 cSt (mm2/s) at working temperature
Max operating limits viscosity 750 cSt
Oil temperature range -25°C to 80°C
Filtration >200bar = 10um <200bar = 25 ym

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown

m ABER - Embraiagens e Comandos Hidraulicos - A. B. LDA
WIPCerT g liNet g Rua Francisco de Aimeida, N° 30 — Vila Nova da Telha — 4470 MAIA - Portugal
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CTlI MB34GT 1607-0

OIL-HYDRAULIC GEAR MOTOR Ref. MB34GT

Main Dimensions
107 0 C 55 126

T
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Right hand Left hand (Dimensions in mm)

Motors MB34GT 38 45 52 61 70 82 90 105 115 125
Displacement cm®/rev 38 46 52 61 70 82 91 102 116 125
Max. rotation speed rom | 2600 | 2500 | 2200 2000 | 1900 | 1800 1800 | 1600 1600 1500

Max. continuous
pressure

Max. intermittent
pressure (max. 20s)
Max. peak

pressure (max. 6s)

Max. continuous Torque
(theoretical)

bar 300 280 260 240 220 210 190 190 180 170

bar 320 300 280 260 240 230 210 210 200 190

bar 335 315 295 275 255 245 225 225 215 205

N.m 180 205 215 230 245 275 275 310 330 338

Weight kg 11.0 11.2 11.5 12.5 13.0 13.5 14.0 15.0 15.5 16.0
Sense of rotation Bi-directional

A - Inlet /Outlet ,, 7 ®

(DIN ISO 228) G (BSP) 3/ 1 11/

C mm 171 176 179 185 191 198 204 213 219 226
D mm 106 109 112 117 118 123 127 130 132 135

How to order:
Example: Motor 38cm®/rev, continuous pressure up to 300 bar; peak pressure up to 335 bar, ref. MB34GT=> MB34GT38

Fluids mineral oils type ISO HM or DIN 51524-2 HLP
Operating viscosity range 10 to 100 cSt (mm2/s) at working temperature
Max operating limits viscosity 750 cSt
Oil temperature range -25°C to 80°C
Filtration >200bar = 10um <200bar = 25 ym

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown

m ABER - Embraiagens e Comandos Hidraulicos - A. B. LDA
I:Net & Rua Francisco de Aimeida, N° 30 — Vila Nova da Telha — 4470 MAIA - Portugal
7 Telefone: +351.22.9438070 Fax: +351.22.9420823 e-mail: aber@aber.pt http://www.aber.pt 1/1
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CTl MB34T 1605- 4

OIL-HYDRAULIC GEAR MOTOR Ref. MB34T

Main Dimensions
107 = C 55 130
8 68
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- DIN 5462
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Right hand Left hand (Dimensions in mm)

Motors MB34T 38 45 52 61 70 82 90 105 115 125
Displacement cm®/rev 38 46 52 61 70 82 91 102 116 125
Max. rotation speed rom | 2600 | 2500 | 2200 2000 | 1900 | 1800 1800 | 1600 1600 1500

Max. continuous
pressure

Max. intermittent
pressure (max. 20s)

bar 300 280 260 240 220 210 190 190 180 170

bar 320 300 280 260 240 230 210 210 200 190

Max. peak

pressure (max. 6s) bar 335 315 295 275 255 245 225 225 215 205
Max. continuous Torque

(theoretical) N.m 180 205 215 230 245 275 275 310 330 338
Weight kg 111 11.6 11.8 12.8 13.3 13.8 14.2 15.1 15.7 16.4
Sense of rotation Bi-directional

A - Inlet /Outlet o . m

(DIN ISO 228) G (BSP) 3/ 1 11/

c mm | 171 | 176 | 179 | 185 | 191 = 198 | 204 = 213 | 219 | 226

How to order:
Example: Motor 38cm?®/rev, continuous pressure up to 300 bar; peak pressure up to 335 bar, ref. MB34T=> MB34T38

Fluids mineral oils type ISO HM or DIN 51524-2 HLP
Operating viscosity range 10 to 100 cSt (mm2/s) at working temperature
Max operating limits viscosity 750 cSt
Oil temperature range -25°C to 80°C
Filtration >200bar = 10um <200bar = 25 ym

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown

a ABER - Embraiagens e Comandos Hidraulicos - A. B. LDA
WIPCerT g liNet g Rua Francisco de Aimeida, N° 30 — Vila Nova da Telha — 4470 MAIA - Portugal
£ & Telefone: +351.22.9438070 Fax: +351.22.9420823 e-mail: aber@aber.pt http://www.aber.pt 171

10°




CTlI MB34TR_DA 1605- 3

OIL-HYDRAULIC REINFORCED Ref.

GEAR MOTOR MB34TR_DA
Main Dimensions
107 .,‘b.\ c 112 130
o - 8 76 - 68
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Right hand Left hand (Dimensions in mm)

Motors MB34TR_DA 38 45 52 61 70 82 90 105 115 125
Displacement cm®/rev 38 46 52 61 70 82 91 102 116 125
Max. rotation speed rom | 2600 | 2500 | 2200 2000 | 1900 | 1800 1800 | 1600 1600 1500
Max. continuous

pressure bar 300 280 260 240 220 210 190 190 180 170
Max. intermittent

pressure (max. 20s) bar 320 300 280 260 240 230 210 210 200 190
Max. peak

pressure (max. 6s) bar 335 315 295 275 255 245 225 225 215 205
Max. continuous Torque

(theoretical) N.m 180 205 215 230 245 275 275 310 330 338
Weight kg 12.5 12.5 12.8 13.5 13.8 14.3 14.7 15.5 16.1 16.7
Sense of rotation Bi-directional

A - Inlet /Outlet o . ™

(DIN 1SO 228) G (BSP) 3/ 1 11/

c mm | 181 | 186 = 189 | 195 | 201 = 208 | 214 | 223 | 229 | 236

How to order:

Example: Motor 38cm?®/rev, continuous pressure up to 300 bar; peak pressure up to 335 bar, ref. MB34TR_DA=> MB34TR38DA

Fluids mineral oils type ISO HM or DIN 51524-2 HLP
Operating viscosity range 10 to 100 cSt (mm2/s) at working temperature
Max operating limits viscosity 750 cSt
Oil temperature range -25°C to 80°C
Filtration >200bar = 10um <200bar = 25 ym

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown

ﬂ ABER - Embraiagens e Comandos Hidraulicos - A. B. LDA
WIPCerT g liNet g Rua Francisco de Aimeida, N° 30 — Vila Nova da Telha — 4470 MAIA - Portugal
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CTlI MB354TR_DA 1605- 0

OIL-HYDRAULIC REINFORCED Ref.
GEAR MOTOR MB354TR_DA
Main Dimensions

76
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DIN 9611 (B6x30x35)
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(Dimensions in mm)

Right hand Left hand
Motors MB354TR_DA 64 74 84 94 104 114 124 134 154
Displacement cmirev. | 64.5 74.7 83.8 94.0 | 104.2 @ 1145 | 124.7 | 133.7 | 154.2
Max. rotation speed rpm | 2000 | 2000 1800 1800 | 1800 | 1800 | 1600 | 1500 | 1500
Max. continuous pressure bar | 300 300 270 260 250 250 240 230 185
Max. intermittent pressure (max. 20s) bar | 320 320 290 280 270 270 260 250 205
Max. peak pressure (max. 6s) bar | 335 335 305 295 285 285 275 265 220
Max. continuous torque (theoretical) N.m | 305 350 360 390 415 455 475 490 453
Weight kg 18 18 19 19 20 20 21 22 23
Sense of Rotation Bidirectional
A - Inlet / Outlet (DIN ISO 228) G (BSP) 1” 171/4
B mm | 221 | 225 | 229 | 234 | 238 @ 243 | 247 = 251 | 260

How to order:

Example: Motor 84 cm®/rev, operating pressure up to 270 bar; peak pressure 305 bar, ref. MB354TR_DA, = MB354TR84DA
Fluids mineral oils type ISO HM or DIN 51524-2 HLP
Operating viscosity range 10 to 100 cSt (mm2/s) at working temperature
Max operating limits viscosity 750 cSt
Oil temperature range -25°C to 80°C
Filtration >200bar = 10um <200bar = 25 ym

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
é § ABER - Embraiagens e Comandos Hidraulicos - A. B. LDA
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