THM HUADE HYDRAULIGS PUT LTD

MV Series

Bi-directional Axial piston pump
For servo applications

Rated pressure: 175 bar

Max. pressure: 250 bar

Features:
e MV Series pump, new design for changeable angle of swash plate, wide applications.
« Special design, low noise level during full pressure time.
¢ Modular control, easy to design system, advantages are: power saving, small size, low cost.

¢ Low power consuming, low oil temperature rising, suitable applications for assembling small power units. INC.
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ceoe Specifications
oo o , Flow at 7 bar (LPM) |Pressure adj] Speed RPM | Weight
oo Size | Model 1500 RPN [1800 RPM | kgf/cm? | Max. [Min. | kg SVmOIZ?I
X MV8 12.0 14.4 13
MV10 15.0 18.0 13
1 MV12 18.0 21.6 1:8~70 13
MV15 22.5 27.0 | 2:15~140 13 2 e o 0 0 0 o
MVi8 | 267 320 |3:20~210 13 wo I e 0o 00 0 0
9 MV23 354 414 4:20~250 1800|500 22 e o 0 0 0 o
MV25 37.5 45.0 22 Of 'E‘
3 MV38 56.7 68.0 26 e THM HUADE HYDRAULICS PUT LTD
MV42 63.0 76.0 26 ' Address: F-127, Phase-VIIl,
A MV50 77.2 927 | 18- 56 Website: www.thmhuade.com Focal Point, Ludhiana-141010
MV70 | 104.5 1254 | 3:20~210 o6 E-mail: sales@thmhuade.com Tel: 0161-2672777, 2672778




