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THM HUADE HYDRAULICS PVT LTD
Model no: JX100-53A

Drng.

Approv.

Date Dimensions are in mm

MS

MK

06 May, 2022

Qty: Scale: Sh. Of

Drg. no.

Customer: 

72 37

18 20

9

53

8-
M2
0×

1.
5

20

279

15°

• •160

Φ135 H7 

•
•23
0

11
2.
5

∅
21
8

∅
22
0h
7

∅
31
0

∅
19
0f
7

∅
26
0

A

ANSI DP16/32 z15

A
1:2

2-M12×1.5
加/放油螺塞
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1. There is no lubricating oil in the reducer when it leaves the factory. Do not forget to add oil before the rst operation; 
2. Please drain the lubricating oil in the machine before disassembling the motor.  
3. The input steering of the reducer is opposite to the output steering.  
4. When designing the frame, the user needs to reserve enough space for the removal of the oil drain plug. 
5. When the user installs the motor, the bolt threads used to connect the motor and the reducer should be coated with anaerobic glue and 
screwed to the specied torque.

Max. input speed

Max. output torque

Reduction Ratio

motor

Static braking torque

Minimum cracking pressure

Max. with stand voltage

Min. oil required for brake activation

rpm

Nm

I

3500

6000

53

S-D LC/KC 25-45

Brake parameters

Nm

bar

bar

cm³

≥220

1.0-1.2

25

9-11

Direction

Motor 
Mounting stop

Motor connection splines

2-M12 uniform 
distribution depth 20

Motor Mounting
screw hole

G1/4" deep 13

brake takeover port
12-M16 uniform distribution

uniform
distribution


