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THM HUADE HYDRAULICS PVT LTD
Model no:  

Drng.

Approv.

Date Dimensions are in mm

MS

MK

06 Dec., 2022

Qty: Scale: Sh. Of

Drg. no.

Customer: 

Type

Displacement (cm³/rev)

Max. Speed (rpm)

Axis “A” max torque
(Nm)

Shaft “B” Max torque
(Nm)

Maximum output power
kW

Working pressure diff.
(Bar)

Maximum ow (l/min)

Cont.

Int.

Cont.

Int.

Peak

Cont.

Int.

Peak

Cont.

Int.

Cont.

Int.

Peak

Cont.

Int.

BMRYB
80

81.5

750

940

195

220

270

98

110

135

98

110

135

12.5

15

175

200

102

600

750

240

280

320

120

140

160

120

140

160

13

15

175

200

127.2

475

600

300

340

370

150

170

185

150

170

185

12.5

14.5

175

200

154

375

470

360

430

460

180

215

230

180

215

230

12.5

14

165

200

194

310

375

360

440

560

180

220

280

180

220

280

10

13

130

175

243

240

300

390

490

640

195

245

320

195

245

320

7

9.5

110

150

311

190

240

390

535

650

195

268

325

195

268

325

6

9

90

130

394

150

190

420

495

680

210 

248

340

210

248

340

5

8

85

Max torque
(Nm)

Cont.

Int.

Peak

225

60

75

225

60

75

225

60

75

225

60

75

225

60

75

200

60

75

175

60

75

150

60

75

100

BMRYB
100

BMRYB
125

BMRYB
160

BMRYB
200

BMRYB
250

BMRYB
315

BMRYB
400

Port A G1/2

deep 15

external oil 
port exporter

G1/8 deep 9
338

55.3 Max.

43.2

Ø
25

0 -0
.0

21

Ø
82

.5
-0

.0
5

13
1.

3

Axis “A”

L±1

59.5

8
Port B G1/2

deep 15

20

20

L1

K

Ø
82

.5
-0

.0
5

Ø
25

0 -0
.0

21

43.2

55.3 Max.
8

Axis “B”

28
0
-0.3

8
0

-0
.3

6

M8

deep 18

8 displacement available as above
3 shaft option available

1, C6-C6, Ø25.4 key shaft
2, E6-E6, SAE 6B spline shaft

3, A6-A6, Ø25 key shaft

*Port size refer to BMR

Technical parameters
The technical parameters in the table below are for BMRYB series motors with shaft diameters of �25 and �25.4


