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MP*

Pilot Operated Check Modular Valves
Size: NG6

Cracking pressure: 2 ~ 4 Bar
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THM HYDRAULICS

Ordering code

Seals:
Mineral oil = No code
Phosphate ester =F

Pilot operated check valve for A-Line = MPA
Pilot operated check valve for B-Line = MPB
Pilot operated check valve for A&B Lines = MPW

NG6 =01

Cracking pressure:
2 Bar =2
4 Bar =4

Design Number:

Standard =40
Low Pilot Pressure Control Type = 4001
Design Standard* = No code

* = Design Standards: None......Japanese Standard "JIS", European Design Standard and N. American Design Standard.
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THM HYDRAULICS

Specification

Model Numbers

Max. Operating Pressure (Bar)

Max. Flow (L/min)

Standard

MP*-01-*40

Low Pilot Pressure Control Type MP*-01-*-4001

31.5

35

Performance Curves

® Hydraulic Fluid: Viscosity 35 mm2/s (164 SSU), Specific Gravity 0.850
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Pressure Drop for Reversed Controlled Flow
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THM HYDRAULICS

Unit Dimensions (Dimensions in mm)
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Approx. Mass............ 1.2 kg
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List of Seals
ltem |Name of Parts|Part Numbers | Qnty Remarks
11 O-Ring SO-NB-P9 4 Included in seal kit
12 O-Ring SO-NB-P18 p) Kit No.: KS-MAC-01-30

4/5




&

TH

HYDRAULICS

The specified data is for product description purposes only and may not be deemed to be guaranteed unless expressly confirmed in the contract.
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THM Huade Hydraulics Put Ltd -

F-127, Phase-VIIl, Focal Point, E
Ludhiana-141010, Punjab (INDIA)

PH: 0161-2672777, 0161-2672778 Follow us:

E-mail; sales@thmhuade.com ﬁ @

Website: www.thmhuade.com



